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Why choose the 

GDA Central

Vacuum System? 
Total Hygiene

Versatility

Practicability 

And Safety

Time Saving

Silent

Operation

Energy Saving

The General D’Aspirazione central vacuum 

system is indispensable to obtain

cleaner environments in every aspect but 

in less time and with much less effort.

The central control unit is placed in the 

service area, which is an out of sight out

of mind location in the residence, thus 

eliminating the main challenge of the 

traditional system – blowing back the dust 

that evades its filter into the same

just vacuumed environment.

An extremely simple operating system – all 

one needs to do is to insert a hose

into a socket distributed conveniently in 

various rooms of the  residence to clean

and vacuum hard dust, liquids, dust mites 

and bacteria.

This is the ideal system for maximum 

hygiene in your home where, even with

frequent cleaning the life of furniture, walls 

and other upholstery does not suffer.
Easy

maintenance
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Because the expulsion of microdust out of the building grants 
total hygiene and the complete elimination of even the finest 
particles, that the traditional systems, not being able to hold it, 
put back again into the environment.

Because the superior vacuum power, along with the easy use 
and light weight of the flexible hose, reduce the time spent in 
cleaning by 30 %.

Because the central is soundproof and installed away from its 
places of use. Guests will not hear the annoying noise of a por-
table vacuum cleaner.

Because the increased operating speed translates in a minor 
use of the system. Eliminating completely the dust particles 
allows to clean less often. Due to these two features there 
results an energy saving of up to 50 %.

Because the practical and lightweight working hose 
allows to reach even areas that are not reachable 
with traditional systems. It also permits to clean in 
full safety as the cleaning staff is not in contact 
at any time with any electric parts or dangerous 
components.

Because the only required maintenance is the 
periodical replacement (every 2 – 4 months)
of the dust bag, located in the separator. 
The filter remains clean due to a 
self – cleaning device.

Because it is suitable for all kinds of surfaces: smooth 
floors, wood floors, carpets, upholstery, curtains, etc. 
It vacuums all sorts of liquids from the floor with the 
specific liquid aspirator, particularly adequate in small 
jobs of first intervention.
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Hygiene and
well-being by
your side

The attention paid to environmental 
and personal care is the first step 
towards a better quality of life. The 
GDA system therefore represents a 
new lifestyle, oriented towards wellness 

thanks to high standards of hygiene, 
effectiveness,
silence, practicality and design.

Deep and effective cleaning in each 
environment, thanks to the suction 
power of the GDA system superior 
to any portable vacuum cleaner. 
Powerful and efficient engines with low 
consumption that reduce to a minimum 
the environmental impact without 
increasing the costs.

The centralized vacuum cleaner system 
GDA expels the air sucked outside, 
loaded with micro dust, mites and 
bacteria thus ensuring a healthier 

environment, free from germs and 
allergens. 

Whatever the surface, GDA has 

the most suitable accessories for 
its cleaning. Taylormade kits for the 
different everyday needs, to reach 
upper spots and every kind of crack. 
The all in utmost silence. 

Cleaning no longer has schedules: the 

centrals placed in service compartments 
eliminate noise pollution with 
considerable increase in well-being in 

environments of life and work. 
GDA, your hygiene and wellness 
partner.
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Inverter Central 
Monoblock
Product sheets and codes on pages 12-13

FOR ONE UP TO FOUR SIMULTANEOUS 

USERS

MINIMAL AMOUNT OF SPACE

The Central Monoblock includes in a 
unique body design, technology and 
performance through an Inverter system 
in all models resulting in low power 
consumption

VERSATILITY OF USE

Ideal for environments with surface up 
to 2,000 square meters, the Central 
Monoblock is prepared for the operation 
of one or two simultaneous users.

SELF-CLEANING OF FILTER
The Central Monoblock can be equipped 
with the self-cleaning filter, which 
guarantees a constant efficiency over 
time, reducing maintenance.

EASY INSTALLATION

It’s sufficient to connect the hose of 
input and output of the air and the plug 

supplied to the electric socket to switch 
on the unit.

CB
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Inverter Central Monoblock

CENTRAL MONOBLOCK

The continuous research for excellence and innovation in the field 
of commercial/ industrial cleaning has created the new “Central 

Monoblock” which has a unique body design, technology that 
offers superior performance, lower power consumption and high 
filtering capacity.

(*) Noise detected in according with regulation UNI EN ISO 3744

TECHNICAL DATA
MODELS

CM126M CM126MA CM126T CM126TA CM238T CM238TA CM350TA CM469TA

Number of operators                               1 1 1 1 2 2 3 4

Work Area (m2) 300 - 1000 300 - 1000 300 - 1000 300 - 1000 1000 - 2000 1000 - 2000 2000 - 4000 3000 - 5000

Self-cleaning NO YES NO YES NO YES YES YES

Max air capacity (m3/h) 350 350 350 350 460 460 530 680

Work air capacity 160 mbar 200 200 200 200 340 340 400 530

Working depression (mbar) 160 160 160 160 160 160 160 160

Max noise (dB A) 360 360 360 360 400 400 420 460

Noise emission (dB A) 59 59 59 59 62,5 62,5 66 67

Internal soundproof YES YES YES YES YES YES YES YES

Motor power (KW) 2,2 2,2 2,2 2,2 4,2          4,2 5,0 6,9

Power supply (V) 230 230 400 400 400    400 400 400

Inverter YES YES YES YES YES YES YES YES

Thermal motor protection YES YES YES YES YES YES YES YES

Overcurrent protection V YES YES YES YES YES YES YES

Absorption (A) 6,7 6,7 6,7 6,7 9,7 9,7 12 15,6

Dust container capacity (I) 90 90 90 90 90 90 120 120

Diameter (cm) 46 46 46 46 46 46 55 55

Surface fi lter (mq) 2 2 2 2 2 2 3,3 3,3

Diameter air input/output (mm) 63 63 63 63 63 63 80 80

Height (cm) 178 178 178 178 178 178 190 190

Width tot. (cm) 70 70 70 70 70 70 79 79

Depth tot. (cm) 85 85 85 85 85 85 99 99

Weight (kg) 104 112 104 112 104 112 159 166
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Our references are our greatest value: those who rely on GDA centralized suction systems 
know that they can count on a solid and reliable reality.
Since 1974 we take care of our customers first hand, GDA is the system for
live the places in the maximum of well-being and in full sustainability.

OUR REFERENCES

In the photo, Matteo Bianchi from GDA with Ermenegildo Rosa Salva, owner with his children of the Rosa Salva Hotel in Venice.



Centraline GDA THE

RECEPTION

SYSTEM

A Hotel is certainly the place where the GDA system is recognized of fundamental
importance to those who use it. The hundreds of achievements in over 40 years are the 
proof of the essential advantages that the GDA system brings with it:
• absolute hygiene thanks to the expulsion of the air outside the hotel

• reduction of cleaning time by over 30%
• operation at any time thanks to the total absence of noise
• reduction of management costs also when outsourcing cleaning



Almar Jesolo Resort & Spa ***** - Jesolo (VE)

Be enchanted by the pure essence of the lines and shapes of Almar Jesolo.
Built in 2014, with 8 floors and a total of 197 suites and rooms, it is equipped with 
3 vacuum units which support a total of 15 simultaneous operators. All managed 
by an inverter with automatic filter cleaning system to keep the suction efficiency 
always at the highest levels.

On the right the detail of the GDA suction socket inside the Family Deluxe Suite.

Ostuni Palace **** - Ostuni (BR)

Ostuni Palace is a 4-star hotel located in the famous “white city”. At the service of 
the 34 comfortable rooms, sober and elegant, there is a commercial central, able 
to support two contemporary operators, with a turbine, managed by an inverter 
to optimize consumption based on actual use, eliminating the peaks of electric 
absorption.

In the detail on the right the GDA suction socket inside the room.
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Aux Pieds du Roi **** - Cervinia (AO)

A wooden hotel of 5 floors and 1500 m2 surrounded by the Alps. A modern 
project in bio architecture that has reached the energy class A. Philosophy of the 

“eco maison” immediately shared the advantages that the GDA system offers, putting 
indoor well-being in first place thanks to the expulsion of the air aspirated directly 
to the outside. The central unit installed is a Monoblock with inverter for three 
simultaneous users with automatic filter cleaning.

On the right a phase of the construction of the roof made of solid Larice bars.

Grand Hotel Villa Cora ***** L - Florence

An ancient residence built in the late nineteenth century, Villa Cora has become 
an exclusive Grand Hotel in the late 60s. Reopened at the end of 2010 as 5-star 
luxury after a thorough three-year renovation, which included the GDA system to 
clean the prestigious structure, bringing to light two
centuries of Florence history.

On the right a detail of the GDA inlet in the Grand Hotel Villa Cora.



J Hotel **** - Turin
The Hotel owned by Juventus Football Club S.p.A. rises within the J Village
on an area of 11,300 m2 with a gross surface area of over 9,000 m2. The project
includes a 5,000 m2 park within a quadrangle that will house 155
rooms, 2 restaurants, bars and different areas for events and banquets. The whole 
structure is served by 4 monobloc inverter units with filter self-cleaning system
for a total of 16 contemporary users.

On the right the setup of the GDA system.

Rosa Salva Hotel *** - Venice
A few steps from Piazza San Marco, the hotel consisting in 22 rooms was
completely renovated in 2017 by the Rosa Salva family, famous Venetian pastry 
chefs, right next to the family workshop that supplies the hotel with products
always fresh craft. The structure is served by a Monoblock central with inverter and 
automatic filter cleaning system, which allows the use of 2 contemporary users.

On the right, the Junior Suite with GDA inlet.
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Centraline GDA

THE SYSTEM 

FOR HEALTH

The most demanding environments in terms of hygiene need to act in depth, with 
strong and at the same time smooth manners. Noise must be avoided, but there as 
to be cleaned in a radical way, staff must pass frequently, but without deteriorating 
equipment and furnishings.
Moreover thanks to the GDA systems the risks of air contamination are avoided 
thanks to the expulsion of the air sucked outside the structures. Cleaner and sanitized 
environments.



Poliambulanza Foundation Hospital Institute - Brescia (BS)
Definitely an Italian excellence. Since 1997 the new structure has sought the
guarantee of total hygiene in the GDA systems that expel the air sucked during
cleaning, avoid contamination between the various departments. Even in the new 
block, a surgery unit,  inaugurated in 2016, and consisting in 10 surgery rooms, 
there is one central installed that supports up to 7 simultaneous users, managed by 
an inverter and an automatic filter cleaning system.

On the right the detail of the inlet in the corridor.

Maria Cecilia Hospital - Cotignola (RA)
Villa Maria Care & Research Group is among the largest Italian groups in the sector 
of health, medical scientific research and training, biomedical industry. The last 
central installed in the expansion can serve up to 7 contemporary users, with 
inverter and automatic filter cleaning system.

On the right, installation phase of the system with false ceiling and descending 
piping to the sockets.
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Centraline
GDA THE

DIRECTIONAL 

SYSTEM

The advantages of the GDA system are enhanced in a workplace where people spend most of 
their time of the day. Its operating speed reduces the time spent cleaning the rooms by 40%.
Thanks to the absence of noise, the GDA system can also be used when employees are at work, 
as the central is far from the place of use. Of fundamental importance is the certainty that, unlike 
portable systems, using GDA does not contaminate the various environments with bacteria, flu 
agents or micro-dust, thanks to the expulsion of the air outside the building.



Zoho Corporation - Chennai (INDIA)

Over 30 million users worldwide use Zoho software to manage their companies. 
At the new Chennai plant in India, the structure of 30,000 m2 is completely 
built without electrical cables at the outlets, using the innovative patented 
IWS (Infinity Wireless System) designed and created by GDA. Two commercial 
exchanges for a total of 14 users contemporaries are at the service of the 13 
floors.

On the right, the delivery of the training certificate for the personnel who will 
take care of cleaning and maintenance activities with the GDA system.

Loriblu Shoe Factory - Porto S. Elpidio (FM)

Loriblu shoes represent the excellence and tradition of handmade products
made in Italy. The new production plant with a futuristic design of over 15,000
square meters, designed using the most modern technologies and with a “Green”, 
philosophy is served by two central inverters, a Monoblock for one operator and 
Commercial unit for 3 operators serving the office and exhibition department.

On the right the two GDA central units, installed.
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Centraline GDA THE

SYSTEM FOR 

ART AND 

EDUCATION

Worship, art, memory, need a lot of care. Environments that require extreme
neatness and therefore frequent and rapid interventions of cleaning and reorganization, for 
which the availability of a dust extraction system can make the difference: removing each patina 
and making them shine of intense light. Add the factor of maximum efficiency and safety and 
minimum costs you will have the result: GDA.
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Malatesta Library - Cesena (FC)

It is a monastic library of particular historical importance open to the public in
1454 in which almost 250,000 volumes are kept, including the “smallest book
of the world legible without lens “: a letter of Galileo measuring 15 × 9 mm.
Its restructuring has made it possible to implement the GDA system for a better 
cleaning of spaces, in full respect and protection of the heritage preserved there.

On the right the internal view of the crypt of the historic structure.

Primary School - Loiano (BO)

Made of reinforced concrete and natural wood, it was completed in 2017.
The health of the young students was entrusted to the GDA system consisting of 
60 suction inlet point sand an Inverter Monoblock unit that allows the use of two 
contemporary posts.

On the right the detail of the suction inlet at the service of the staircase.
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Centraline GDA THE

INDUSTRY

SYSTEM

Improving the work environment is a decisive factor for productivity and efficiency of the 
company. The optimal arrangement of machinery and equipment is not enough. Hygiene of 
every surface and the health of indoor air are equally important factors. And also a cut to the 
cost of cleaning service does not hurt. All things easy to say and even to do, with the GDA 

System.



Liomatic Spa - Perugia
Liomatic is made up of 8 direct branches, from Emilia Romagna to Puglia in the 
segment of automatic distribution of food and beverages. In the Perugia office
maintenance is carried out for the famous coffee vending machines, where
each workbench has a suction inlet for cleaning machinery.

On the right the suction unit installed in 2015, able to use the system with up to 7 
employees simultaneously.

Molini Agugiaro & Figna Spa - Curtarolo (PD)

Leading Italian group for soft wheat grinding. In industrial environments like 
this the GDA system is an important ally for the work environment, improving 
maintenance and productivity. On the right the detail of a suction line realized 
with metal piping to eliminate the electrostatic charges of the aspirated product. 

The inverter Monoblock central connected to 24 industrial suction inlets can 
manage two users with flexible pipes increased in internal diameter 38 mm.
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RIMINI NORD

RIMINI SUD

CESENA

CESENA NORD

VALLE DEL RUBICONE

GPS coordinates: 44.117989, 12.416461   -  A14 EXIT Valle del Rubicone

RICCIONE
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100% made in Italy
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GENERAL D’ASPIRAZIONE s.a.s.
Via del Lavoro, 9/11 - 47030 S. Mauro Pascoli (FC) Italy

Tel. 0541 931012 - Fax 0541 933763

info@generaldaspirazione.com
www.generaldaspirazione.com

Follow us on our Social Network
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